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CITY OF UPLAND FREE STANDING PATIO COVER
Building Divison, City of Upland, 460 North Euclid Avenue, Upland, CA 91786 909 931-4110

NOTES & LEGEPC
j-_DCTML NO.
ZJ-PACE NO.

18"MAX 18"MAX

1. SEE TABLE 1 FOR METER SCHEDULE ON PAGE 3
2. SEE TABLE 2 FOR BEAM SCHEDULE ON PAGE 3
S. SEE TABLE S FOR POST/FOOTING SCHEDULE ON PAGE3
4. ROOF MAY BE SOLID WITH 2-1 S AND 90" CAP
5. ROOF MAY BE LATtICE OR APPROVED PLASTIC

LINE OF PAD

KNEE BRACE. TYP
- Z PER CORNER. POST

21-5/8" M.B. TO
- KNEE BRACE, TYP

I2l-2 END RAFTERS
PER TABLE I

2X RAFTER JST. ALL
RAFTER PER TABLE I
TIED TO BEAM W/
HURRICANE CLIPS

- 2’2X BEAM PRE
TABLE I SCHEDULE

- ç.5/e.łu.B. TO POST.

Page 2.

SIDE ELEVATION FRONT ELEVATION FRAMING PLAN

MIN ROOF COVER 7/16" OSB. OR 5/8" T’l ii MIN.
ir MU. TAP. MEET SPAN RATING OR 1/2" CDX PLYWOOD SHTG.

CANTILEVER Ed NAILS 6" O.C/ OR LATTICE COVERING.

COL. BASEx IZGx..8eMIN.
W/Z’I/Z"M.BTHRU -
POST OR APPROVED COL. -
BASE.WITH I" STAND OFF.

2. DETAIL KNEE BRACING

SLOPE TO DRAIN

INDMDUAL PIER
FOOTiNG

TABLE 3
EDGE OF SLAB INSIDE SLAB

FOOTING WIDTHS
1. TYPICAL FOOTING DETAILS TABLE 3, PAGE 3

FTG. WtTHOUT $ikB
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TABLE 1 RAFTER SCHEDULE
StE SPACING MAX. SPAN REMARK

2x6 240.C. t1’-9
iro.C. 14’-4

2x8 24 O.C. 14’- 10
iS"O.C. 18’-F
12" O.C. 21’-O’

CITY OF UPLAND FREE STANDING PATIO COVER
Building Divison, City of Upland, 460 North Euclid Avenue, Upland, CA 91786 909 931-4110

GENERAL NOTESi

___ ______ ______

NOT APPLICABLE FOR TILE ROOF

___ ______ ______

1. ALl. CONSTRUCTION AND QUAUTY OF MATERIALS SHALL CONFORM TO THE
2010 CRC.

2. AU. MATERIAL FROM FOOTiNG EXCAVATiON TO BE REMOVED AND SHOULD

____ _________ _________

NOT BE USED UNDER THE SLAB ON GRADE.

3. ANCHOR BOLTS, DOWELS, INSERTS, ETC., SHALL BE SECURELY TIED IN

_____ ___________ ___________

PLACE PRIOR TO POURING CONCRETE.

4. FULLY DIMENSIONED PLOT PlAN SHOWiNG EXISTING BUILDING MUST BE
PROViDED.

____

5. SIDE OF RAFTER, BEAM. POST AND FOOTING SHALL BE DETERMINED BY
THE DEPARTMENT BY THE INFORMATION ON PLOT PLAN.

_____ _____________________ _____________

STRUCTURAL NOTES
CONCRETE’
1. ULTIMATE COMPRESSIVE STRENGTH OF CONCRETE 0 28 DAYS SHALL BE
2500 pal. CONCERT SHALL BE A 5 SACK READY - MIX OR MACHINE MIXED

_____ ______________________ ______________

WiTH I PART CEMENT, 1 PART SAND AND NOT MORE THAN 4 PARTS 3/4"
GRAVEL WATER CONTENT SHALL NOT EXCEED 7.5 GALLONS PER SACK Of’
CEMENT.

2. AU. REINFORCING STEEL TO CONFORM TO ASTM A-uS GRADE 40.
LUMBER’
1. ALL STRUCTURAL LUMBER TO BE DOUGLAS FiR - LARCH OR REDWOOD
ROUGH SAWN OR S4S:

A. GRADE #2 OR BElIER FOR ALL 2x JOISTS/ RAFTERS/ LEDGERS.
B. GRADE #1 OR BETTER FOR 4x OR LARGER BEAMS AND POSTS.
C. CONSTRUCTION GRADE OR BETTER FOR STUDS, PLATES. SILLS &

______ _______

BLOCKINGS.

2. WOOD USED IN CONSTRUCTION OF PERMANENT STRUCTURE AND LOCATED
NEAR THAN 6" TO EARTH SHALL BE TREATED WOOD OR REDWOOD.
HARDWARE.
I. BOLT HOLES SHALL BE DRILLED OR PUNCHED. SIZE HOLES 1/16" MAX
LARGER IN DIAMETER THAN THE NOMINAL SIZE Of’ BOLT USED.

2. AU. HARDWARE CONNECTORS NAILS, BOLTS, ETC. EXPOSED TO WEAThER
SHALL BE Of GALVANIZED.

3. A METAL PLATE, METAL STRAP OR WASHER NOT LESS THAN STANDARD
CUT WASHER SHALL BE BETWEEN THE WOOD AND BOLTS HEAD AND BETWEEN
THE WOOD AND ThE NUT.

TABLE 2. BEAM SCHEDULE
RAFTER BEAM LENGTh
LENGTH

8’-O" 1O’-O" 12’-O" I 14’-O" 16’-O" 18’-O" 20’-O"
8’-O"
IO’-O"

2-2x8 2-2x8 2-2x8
2-2x8 2-2x8 2-2x8

2-2x8 2-2x10
2-2x10 2-2x10

2-2x10 2-2x10
2-2x12 2-2x12

12’-V 2-2x8 2-2x8 2-2x8 2-2x10 2-2x12 2-2x12 2-2x12

14’-O’ 2-2x8 2-2x8 2_2x10[2_2x10 2-2x12 2-2x12 2-3x12

16’-O"

18’-O"

2-2x8 2-2x8 2-2x10

2-2x8 2-2x8 2-2x10

2-2x10 2 2x12 2-3x12 2-3x12

2-2x12 2-3x12 2-3x12 2-3x12

20’-O’ 2-2x10 2-2x8 2-2x10 2-2x12 2-3x12 2-3x12 2-3x12

TABLE 3 * POST! FTG. SCHEDULE
PATIO SIZE at
UP TO 140 320 400

POST 1 KNEE BRACE 4x4 6x6 6x6
FOOTING 2 12x12 14x14 16x16 HOWDEEP

NOTES:
1. PROViDED 12" MIN. DEPTH BELOW UNDISTRURBED GROUND SURFACE

Page 3.
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